DATASHEET / BROCHURE

LQ-680 Pro

WORLD LEADER
IMPACT DOT MATRIX PRINTER

SINCE 1996

New-generation flat bed printer, incl. automatic changing of
paper source and drum gap alignment

KEY FEATURES

) ) e Single sheet input from the front with the
The new 24 dot-matrix LQ-680 and LQ-680 Pro printers from Epson. Improved upper paper edge first

technology, improved features at a low price. The ergonomic flat bed printers e Up to 0.0 mm upper and lower margin

are ideal for endless forms and for normal and particularly heavy pr small single on single sheets

sheets, forms and labels. The LQ-680 Pro also offers an automatic paper e Automatic monitoring of paper width so

direction change and a manual and automatic paper thickness setting. that print jobs are only printed onto the
paper

® Maximum paper weight of 157 g/m2

e Minimum paper size of only 9 x 7. cm
(width x height)

EPSON

EXCEED YOUR VISION



PRODUCT SPECIFICATIONS LQ-680 Pro

TECHNOLOGY

Number of Pins 24 pins SUPPLIES
Number of columns 106 columns : ’

a . ® Epson SIDM Black Ribbon Cartridge for LQ-
UL i Gl 670/680/pro/860/1060/25xx (C135015262BA)
Needles 24 Needles (C13S015262BA)

PRINT
Printing Speed HighSpeed-Draft: 10 cpi: 413 chars/s, Draft: 10 cpi: 310 chars/s, 12 cpi: 372 chars/s, LQ: 10 OPTlONAL ACCESSOR'ES
cpi: 103 chars/s
Carbon Copies 5 plus one original ® Epson SIDM Extra Single Sheet Feeder 50 sheets
Printing Resolution 360 x 180 dpi for LQ-670/680/Pro
C12C806792
el @ Epson SIDM Single Sheet Feeder 150 sheets for LQ
Interfaces Parallel, Ethernet interface (100 Base-TX / 10 Base-T) (optional), RS-232 (optional) 6587!;0 ingle sheet Feeder sheets for
PAPER / MEDIA HANDLING C12C806872
Document Feed Single sheet front, Continuous paper rear, Paper output front, bulk measurement: yes, ® Epson SIDM Paper Roll Holder for LX'SQO‘*'”” 170,
Optional Automatic Document Feed (CSF): 50 FX-890/A, FX-2190, LQ-690/300+Il series
C12C811141
GENERAL ® Epson SIDM Type B EpsonNet 10/100 Base Tx
Energy Star No Internal Print Server 5
Product weight 9,4 kg C12C824352
Mean Time Between Failures 10.000 Hours ® Epson SIDM Serial I/F board, no buffer type-B plug-
Memory 64 kB included in card RS232D/20mA
Ribbon Yield 2000000 characters Black Draft C12C824432
OTHER FEATURES
Emulations ESC/P2, IBM 2390/2391 Plus
OTHER
Warranty 12 months Carry in

LOGISTICS INFORMATION

SKU C11C376125

EAN code 8715946333205
Dimensions Single Carton 465 x 545 x 322 mm
Carton Weight 11,19 Kg

Country of Origin Indonesia

Layer 2 Units

EPSON'



